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CONTRACT # 64425

Tie

bars shall be installed to tie PCC appurtenance to adjacent existing concrete pavement.
Tie the foliowing
to the existing Length, size, and

h .

Gutter or Curb & Gutter Std. 60600124" long No. 20 (No. 6)
24" centers

PCC Base Course Std. 353001 24 long No. 20 (No. 6)
30" centers
PCC Pavement Std. 420101 24 long No. 20 (No. 6) e

30’ centers

Tie bars to be installed in accordance with the applicable portions of Article 420.10(b) of the Standard Specifications.
See Highway Standard 420001 for detail on longitudinal construction joint grouted.in_place tie bar. The cost of the
tie bars to be included in the cost of the PCC appurtenance adjacent to the existing pavement.

CADD data will be available to Contractors and Consultants working on this project. This information will be provided upon
request as MicroStation CADD files and Geopak coordinate geometry files QNLY, If data is required in other formats it

will

be your responsibility to make these conversions. If any discrepancy or inconsistency arises between the

electronic data and the information on the hard copy, the information on the hard copy should be used. Contact the
District’s Project Engineer to request these files.

COMMITMENTS

1.

All blacktop and creosote coated boards will be removed from the bridge prior to dropping it into the stream.

.After the bridge is dropped into the stream, all debris shall be removed from the stream within two calendar days.

. The debris, which is dropped into the stream, shall not be allowed to Impalr the flow of the stream causing it to cut

into the bank.

. As determined by memorandum from the IDOT Bridge Office, no construction equipment will be allowed in the stream

and all debris removal shall take place from the stream bank, or the deck.

. All cranes shall sit either upon crane mats or clean gravel work pads. Ground work pads shall first have heavy

fabric placed under the gravel to keep gravel from Intermingling with the native soil.

. Along with all standard erosion control measures, a silt fence will be installed around the crane work site and the

haul road.

.After construction, the haul road will be restored to its original configuration, all gravel and other excess material

will be removed, and the area will be reseeded with Shade Mix Special (as instructed by the District 2 Landscape
Architect).

.No construction activities shall take place beyond the construction limits as shown on the project plans in the

Design Report.
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